
WARRANTY 
Mist Works warrants every new fan to be free of defects and workmanship, to the extent 
that, within one (1) year from the date of purchase Mist Works shall either repair or 
replace at their option, any unit or part thereof, returned to Mist Works freight pre-paid, 
and found to be defective. 

This warranty does not include any labor or transportation cost incidental to the removal 
and re-installation of the unit at the users premises. Warranty coverage limited to 
motor, blade and bearing. Components repaired or replaced are warranted through the 
remainder of the original warranty period only. This warranty applies to the original 
purchaser–user only; it is null and void in case of alteration, accident, abuse, neglect, 
and operation not in accordance with instructions. 

 
NOTICE: No warranty claims will be honored by Mist Works unless prior authorization is 
obtained. Proof of purchase may be required. 
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INSTALLATION & OPERATING 

*Optional Speed Controllers Available thru Mist Works 

CAUTION: Read and follow all instructions before operating fan. Do not use fan if 
any part is damaged or missing. 

WARNING: This appliance has a 3-prong grounded plug and should be inserted into 
a matching grounded GFI outlet for safe operation and to reduce the risk of 
electrical shock. 

Rules for Safe Operation 

-Never insert fingers or any other objects into grill guard when fan is in operation. 
-Unplug the fan when moving from one location to another. 
-Unplug the fan when removing guards for cleaning. 
-Do not use with an extension cord. 
-Do not place fan or any parts near an open flame, cooking or heating appliances. 
-DO NOT use fan in windows. 
 
Install Mist Rings onto fans (if applicable): 
 
It is important to install the mist ring in the proper place on the fan.  If you are 
not using fans with pre-installed mist rings provided by Mist Works, then you 
must find the most efficient place to put the mist ring; do this by turning your fan 
on, cup your hand, and run your hand in front of the fan. Fan does not have to be 
mounted to do this, but you can mount fan first.  Feel for where the strongest 
wind comes out.  This is where you place your mist ring.  
 

A) For stainless mist rings with 4-5 nozzle options, 
place nozzles around 10 and 2 o’clock and use 
nozzle (blind) plugs in the other ports. 
B) For nylon tubing mist ring, cut tubing to place 
nozzle Unions at 3 & 9 o’clock positions & 3-way 
Tee at top or bottom of ring. 
 
In the humid south we recommend using two 
nozzles on 18” – 24” fans if you are trying to 

achieve cooling.  If you are in a hot, arid region, more nozzles will work fine 
without surface wetting. Evaporative cooling with mist works by the water 
droplets evaporating and removing heat from the air, not by wetting, but some 
people like to feel the mist, so set up as you like.  
 
 
 
 

Mounting Fans to wall / ceiling / posts 
Try to place fan(s) to take advantage of any predominant wind patterns, 
using Mother Nature to help move the cool air around.  Mount the fans at 
least 6’-10’ away from your target areas, and preferably above 7’ height, if 
possible.   

You must give the mist the opportunity to atomize completely, assuring 
ultimate cooling and no surface wetting.  Avoid mounting the fans in a 
manner that the wind from the fans counteracts each other (we are 
available to help you with suggestions for placement).   

Use 3/8” bolt (not included with stainless steel fans) for the correct surface 
material (concrete, wood, etc) to mount.  You can then tilt and turn fan to 
desired position for optimal cooling-no need to chase the breeze, it will be 
steady over the area you desire cooling. Make sure you mount the fan with 
the power cord on the underside of the motor, not on top. There are holes 
on the bottom to allow for condensation to drain, these holes should 
always be on the underside of the fan. 

Remember, directly under the fan will not get a breeze so place fans 
accordingly, and feel free to reach out to Mist Works for recommendations 
of placement.  

 

OPERATION INSTRUCTIONS 

Speed Control: The 18BVSS / 24BVSS fans have variable speed capable 
motors. Without a speed controller device, the fan runs on high speed. We 
offer single fan controllers and multi-fan controllers. The fan features a 
thermal overload feature that will automatically shut off should it overheat 
for any reason. If this happens, immediately unplug the fan from the 
outlet. 

CLEANING: Use only mild soap, rinse with garden hose. Use soft damp cloth 
then wipe with dry cloth. Do not use harmful cleaners. WD-40 may 
periodically be applied to give further corrosion protection. Do not bend the 
blades. Motor bearings are permanently sealed and do not require 
additional lubrication. 

WARNING: Unplug from electrical supply source before cleaning. After 
servicing, any safety device (including grills and blades) must be reinstalled 
or remounted as previously installed. 

 

 

 

 


