BBQGuys Signature Kamado Grill Cart
Model:
BBQ-KGC-SS
BBQ CERAMIC
CERA
IC GRILL
COOKING
COOKIN TABLE

BBQGuys
8151 Airline Highway
Baton Rouge, LA 70810
1-866-743-2269
customerservice@bbqguys.com
CALIFORNIA PROPOSITION 65 WARNING
WARNING: This product can expose you to chemicals including Chromium (hexavalent
compounds), which are known to the State of California to cause cancer and birth defects or
other reproduc ve harm. For more information, go to: www.P65Warnings.ca.gov
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Step 1: Install Casters
1. Lie the cart body on the
ground. Find the caster
mountings on the bottom.
2. Attach the 4 casters with the
screws (M8x16mm) using a
screwdriver.
3. Make sure all screws are
fastened. Lift the cart so it
stands on the floor.
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Step 3: Install the Kamado

1. Get Assistance lifting your kamado.
2. Place the kamado centered onto the cart base.
3. Make sure hinge is aligned to the rear of the cart and the
handle is facing front where the doors are located.

Step 4: Assemble the Cart Body
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2. Install the left and right side panels
e onto the lower body with screws.
3. Fix the table onto the side panels with screws.
Fix the table onto the side panel with screws.
4. Assemble the front panel to the side panels with screws on both sides. Then, install the condiment tray
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panel to the de panels with screws on both sides. And i tall
onto
the front
panel.

Step 5: Install the Side Shelves
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3. Attach side shelf onto cart as shown in Figure 2b.
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PARTS VIEW: BBQ-KGC-SS

PARTS LIST
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PART NO
BBQ-KGC-P-01
BBQ-KGC-P-02
BBQ-KGC-P-03
BBQ-KGC-P-04
BBQ-KGC-P-05
BBQ-KGC-P-06
BBQ-KGC-P-07
BBQ-KGC-P-08
BBQ-KGC-P-09
BBQ-KGC-P-10
BBQ-KGC-P-11
BBQ-KGC-P-12
BBQ-KGC-P-13
BBQ-KGC-P-14
BBQ-KGC-P-15

DESCRIPTION
KAMADO TABLE
SIDE SHELF (LEFT)
SIDE SHELF (RIGHT)
TOP SIDE PANEL (LEFT)
TOP SIDE PANEL (RIGHT)
CART BOTTOM BODY
FRONT PANEL
CONDIMENT TRAY
SIDE SHELF HANDLE
BOTTLE OPNER
DOOR HANDLE
DOOR PANEL (RIGHT)
CASTER
DOOR PANEL (LEFT)
HOOK

QTY
1
1
1
1
1
1
1
1
1
1
2
1
4
1
8

WARANTY INFORMATION
The warranty is for original owners only at the original site of delivery and cannot be transferred to
new owners. You must retain your sales slip or invoice for warranty to apply.
Installation, repair, and maintenance work should be performed by an authorized service technician.
Work by unqualified persons could be dangerous and will void the warranty. All appliances must
have a qualified installer complete the installation for the warranty to be in effect. Incorrect
installation of the BBQGuys appliance will void the warranty. Please call BBQGuys for more
information on correct installation of the appliance.
BBQGuys shall not be liable under this or any implied warranty for incidental or consequential
damages, and BBQGuys’ liability is limited to the purchase price of the appliance only. This warranty
gives you specific legal rights, and you may also have other rights, which may vary from state to
state. This warranty is applicable in the United States only. Improper maintenance, high cooking
temperatures, excessive humidity, chlorine, fertilizers, lawn pesticides, chemicals, and salt can affect
the stainless steel components, and for these reasons, the warranties DO NOT COVER
DISCOLORATION, SURFACE RUST, OR RUST, unless there is a loss of structural integrity/rust
through of the appliance components. This warranty covers defects in material and workmanship.
Warranty on Parts:
1 Year (Parts Only)
Consumers are responsible for all shipping costs associated with warranty parts and labor costs. All
warranty claims are subject to manufacturer review. Please make sure to have your sales receipt
information. All replacement parts can be purchased from BBQGuys.com.

