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Wind Crest Designer Series Hoods – Frequently Asked Questions 
 
Q1.  What is the rating of the blower in my Wind Crest™ Designer Series hood? 
A1.  All Wind Crest Designer Series hoods come standard with a 600 CFM internal blower.  Both the WSB 
and WCB series offers a dual internal blower kit that will increase the performance up to 1100 CFM.   
 
Q2.  Can I use a Designer Series hood over all cooktops and ranges? 
A2.   The hoods performance is a function of canopy capturing area, blower capacity (stated in terms of cubic 
feet of air moved per minute) CFM and installation parameters.  Generally speaking, our Designer Series 
hoods will perform adequately over most non-commercial rangetops and ranges with a combined surface 
output of 60,000 BTU’s or less.  The Designer Series wall hoods are available in 30 or 36” widths.  The 
Falcon Glass Canopy Series is available in a 36 or 42” Island configuration.  Select one of the Wind Crest 
Semi-Custom hoods for cooking surfaces wider than 36”.   
 
A good rule-of-thumb is to assume that you will need a minimum of 1 CFM for every 100 to 150 BTU’s heat 
output (gas surfaces without a Grill) [100 BTU = 29 watts]  This becomes your starting point for sizing the 
blower capacity and should be increased based on installation parameters (# of bends/elbows, distance of 
duct run, etc) and your cooking habits.  If you do a lot of high heat cooking or want to get the odors from 
spices or high odor foods (like fish) extracted, you should consider one of the Wind Crest™ Semi-Custom 
hoods that offer a larger capturing area and stronger blower options. 
 
Q3.  How does the Designer Series hoods exhaust:  through the rear, or the top? 
A3.  Wind Crest WSB and WCB Designer hoods offer you a choice of either exhausting thru the top or the 
rear of the canopy.  The Stealth and Falcon chimney style models exhaust only thru the top of the hood 
canopy. 
 
Q4.  I’m building an outdoor BBQ/Kitchen area that is semi-enclosed.  Can I install a Wind Crest™ 
Designer Series hood outdoors? 
A4.  NO.  But you can install any Stainless finished Wind Crest Semi-custom hood outdoors. 
  
Q5.  My builder mentioned that I will need “make-up air” with our new ventilation system.  How do I 
plan for this? 
A5.  Make-up air replaces the air exhausted from the kitchen. If your home is tightly sealed the efficiency of 
the ventilation system is reduced. A need and means for providing make-up air should be identified by a 
qualified ventilation engineer, or certified HVAC person. 
 
Q6.  Do Wind Crest Designer Series hoods come in other finishes besides stainless steel or Glass 
with stainless? 
A6.  The Wind Crest WSB and WCB lower profile Designer Hood canopies are available in a brushed 
stainless steel with or without a polished chrome accent and porcelain white. 
 
Q7.  Do any of the Wind Crest Designer Series hoods offer a re-circulating (i.e. non-vented) option? 
A7.  YES.  Both the Stealth (WST) and Falcon (WFA or PFA) series offer the option of both a vented or non-
vented installation.  Non-vented applications will require a re-circulating kit, purchased separately.  
 
Q8.  Can the Stealth or Falcon Chimney-style Designer Series hoods be used in kitchens with a 10-
foot ceiling? 
Q9.  YES.  Both models come standard with a stainless chimney extension that will accommodate an 8 to 9-
foot ceiling.  A chimney extension is available for 10-foot ceiling applications, which is purchased separately. 


