
Gold Series 46 LED-GS 
Specifications for MirageVision 46 LED-GS 

LCD/LED/Outdoor HDTV 46 (inch) 

*Weather Resistant (Custom Altered For Outdoor Use) 
(should be covered when not in use) 

 
LCD Panel         46” Viewable diagonal area (16:9), TFT Active  

                             Matrix Liquid Crystal with Enhanced Brightness    

                             LED Edge Back Light Modulation Technology 

 

Resolution          1920 x 1080p / 8 million Dots 

Contrast             6,500,000:1 (Dynamic/Enhanced)  

Brightness          Super Bright LED (backlight) 

Color                  16.7 million  

Response            5 ms/120 Hz 

Power                 Internal AC100~240V   50~60 Hz @ 45 watts max   

HDTV                1080i  (HDTV) 1080p (HDTV)  

TV System         NTSC/HDTV   

Tuner -                Built-in CATV Tuner/ATSC/QAM/NTSC     

Input Connectors      (2) HDMI, Component YPbPr + Stereo Audio Out,  

                                     RF Cable/Antenna, (1) Computer USB, PC Input,    

                                     Ethernet, Digital Optical Audio  

Speaker Output          Internal Speakers/10W x 2 (water resistant) 

Operating Temperature      05 to 125 degrees F 

Off Mode/Standby Temp -25 to 145 degrees F 

Internal IR Functions        Hand Held IR to Control TV Functions 

 

TV Dimensions        41.7” W x 24.6” H x 3.7” D, (not including the table stand)  

Net Weight       20 lbs. (without stand) 

Shipping Weight    30 lbs. 

Shipping Box Dimensions  (WxHxD) 43” x 26” x 6.5”    

                                                                                              

Cabinet -         UV Coated Poly/Back Panel Wall Mount Holes…  

Weather Cabinet Cover   Vinyl Waterproof/UV Cabinet Cover  

(should be used to cover the cabinet when TV is not in use) 

Table Top Stand    Included        

 

 

5.0 Energy Star Rated 

Warranty - One Year Replacement 

 

 

*NOTE:  This LCD/LED/HDTV has been custom altered for Outdoor Use, which includes 

sealing of cabinet, rear rain guard breath vents, moisture resistant internal circuitry, water 

resistant input cabinet, enhanced backlight and contrast (for increased brightness outdoors), 

and UV sealer on outside cabinet.   Samsung or LG Model Donor/Components. 
 

Specifications are subject to changes periodically due to brand model upgrades and/or 

component/model changes.  


